
Vision Plus 58AC

the right features
for an extremely
comfortable contact lens
Vision Plus 58AC contact lenses are produced using a 
very well known material, tested in the market for 
many years. The lenses are designed with a special 
geometry that allows aberration control, improving 
visual acuity, increasing the contrast sensitivity and 
making a clearer vision. In addition, the comfort of the 
lens is guaranteed by the special edge design, by the 
average water content and by the reduced central 
thickness. Vision Plus 58AC are hydrated in tank and 
then immersed in buffered saline solution with 
hyaluronic acid in order to increase the wettability.

Produced with aspheric geometry allowing aberration 
control

Immersed in buffered saline solution with hyaluronic 
acid

Each lens undergoes five steps of quality control 
during the production

Hydrated in the tank and not in blister pack

COS - Curve Orientation System: a computerized 
system able to ensure that the lens in the blister is 
always correctly oriented for the fitting

Advantages Technical file

box of 3 monthly contact lenses

Etafilcon A with UV absorber

58%

14.2 mm

8.5 mm

Aspheric

0.08 mm

+4.00Dt  ~  -12.00Dt

(from -0.50 to -6.00 and from +0.50 to +4.00
in 0.25 step;  from -6.00 to -12.00 in 0.50 step)

Material 

Water content

Diameter

Base curve

Geometry

Central thickness at  -3.00 Dt

Power range
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